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TABLE OF SPECIFICATION OF THE SUBJECT OF PERFORMANCE
For public contract entitled:

„Machinery replacement in company CLASSIC COTTON s.r.o. - Part 1 – Spinning machine“


The contracting authority determines the participants with special technical conditions for the subject of the public contract. The contracting authority defines the technical conditions of the requested subject of performance, which must be meet by offered subject of suppliers. The participant shall state in the technical conditions whether the performance offered by him meets the requirements specified in the columns by selecting the appropriate variant in the column "Meets request", "Yes" if the offered performance meets this requirement and "No" if the offered compliance does not meet this requirement. In the event that the supplier states "No" in the technical conditions at least once, it will be excluded due to non-compliance. If the supplier states "Yes" and during the assessment of tenders it is found that the offered goods do not meet this requirement, he may be excluded due to non-compliance and breach of tender specifications. If the participant does not fill in either the "Yes" variant or the "No" variant, he may be excluded for not fulfilling the tender conditions. In the column "The participant offers" it shall then state the specific value of the parameter (in the same units in which the requirement is set) or a more detailed specification of the performance offered by it in relation to the requirement. If the tenderer does not fill in the column "Participant offers" and in the column "Fulfills" ticks the variant "Yes", it is considered that the performance offered by the participant exactly corresponds to the request of the contracting authority set out in the column "Assignment". The supplier fills in the technical conditions according to the instructions given in them, including the type and type of goods. The completion of these types and kinds of goods is binding for the supplier and will be an annex to the purchase contract, which means that the supplier will be obliged to deliver exactly the performance to which he undertook in the offer.

Supplier delivery 1pcs of new unused open end spinning machine with next technical specification:

	Open End spinning Machine

	Brand name  / 
Offered Product type:
	     

	Requested category/
Assignment 
	Contracting authority
request
	Meets request
Fulfills
Yes /No
	The participants  offer

	Number of spinning unit 
	Defined Number 
of spinning unit  is 200
	Yes /No
	

	Machine length
	Max. machine length 29000 mm
	Yes /No
	

	Material Cans hight  
	Ready for Can height 1070 mm 
	Yes /No
	

	Winding arm hight for operator: full package 

	Max. winding arm height for operator for full package 
up to 1900mm (cans ⌀ 320 mm, can 1070mm)
	Yes /No
	

	Winding arm hight for operator: New empty tupe 
	Max. winding arm hight for operator for emty tupe up to 1650mm (can 1070mm)
	Yes /No
	

	Independent drive for machine sides
	Possible spinning of two material lots with independent machine drives for different yarn counts
	Yes /No
	

	Independent machine sides operation
	Possibilities for independent Mc. side operation, change lot and Mc. maintenance without interrupt production on second machine side
	Yes /No
	

	Independent package removal on each side
	Full package removal available on two independent belts separate for each side
	Yes /No
	

	Controled yarn quality and piecing
	Integrated yarn and piecing quality control by sensors
	Yes /No
	

	Cumulative power saving Mc start-up with piecer quality control 
	Low energy full machine start up with warantee of piecer quality control 
	Yes /No
	

	Piecing automation level
	Semi automatic piecing with out needs to operate any button 
	Yes /No
	

	Yarn end preparatory for piecing 
	Adjustable yarn end cuting for piecing for yarn end preparatory  
	Yes /No
	

	Unit operator safety
	Tool-free removable unit cover (Operator protection from SP Unit and opening roller)
	Yes /No
	

	Power control
	Energy monitoring
	Yes /No
	

	Installed power 
	Total install machine power bellow 105kW for 200 units
	Yes /No
	

	Winding type
	Cylndirical tube 44/54 x 170 mm
	Yes /No
	

	Package stop after yarn break
	Automatic arm lifting after yarn break
	Yes /No
	

	Package diameter 
	Max package diameter  320 mm
	Yes /No
	

	Package winding control
	Electronic control for package width, crossing angle and side adjustment
	Yes /No
	

	Raw material 
	Raw material range 100% CO, blend CO/CV/PES/linnen 
	Yes /No
	

	Yarn count 

	Yarn count range
29,5 tex – 84 tex
Nm 34 – Nm 12
Ne 20 – Ne 7
	Yes /No
	

	Controlled trash removal
	Exchangable trash removal segment for various material
	Yes /No
	

	Waxing device
	Yes
	Yes /No
	

	Movable blower
	Yes
	Yes /No
	

	Air-removal type
	Air-removal upwards
	Yes /No
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